
P2 Series
High Performance Vector Drives
Up to 400HP
230V, 460V & 600V Supply Options

SMARTER DRIVES WITH drive.web

•  Modes:	Closed loop vector for high performance
	 Open loop PM motor control
	 Sensorless vector & V/Hz control
•  Up to 200% torque at zero speed
•  Torque Control
•  Safe torque off function
•  DC bus sharing
•  Output to 500Hz (V/F), 100Hz (vector mode)
•  Built-in DB transistor (switch)
•  drive.web function block programming
•  NEMA 12 package 7.5 - 400HP
•  Flexible programmable I/O
•  Silent running with up to 32KHz switching
•  Programmable control functions
•  Serial ports: RS485 ModbusRTU, CANopen
•  Single phase input up to 200HP
•  Power loss ride through
•  EMC Filtering Included

UL, C-UL, CE

Optional:
•  Peer-to-peer Ethernet communications
•  drive.web programmable control for full featured systems
•  savvyPanel touch screen PC, iOS & Android HMI control
•  ModbusTCP & EIP/PCCC over Ethernet
•  NEMA 4X units up to 30HP

Size 7
250HP 460V

Size 4
30HP 460V

Size 2
5HP 460V

40 Log Canoe Circle, Stevensville, MD 21666  |  (410) 604-3400  |  bardac.com  |  driveweb.com

Learn more  
and request 
a quote at 

bardac.com 


